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November 15, 2021 
 

  Re: SCV and ARV Thermal Oxidizer Performance Test 

 

Jorge A. Vivoni Farage 

Steri-Tech, Inc. 

Road 701, km 0,7 

PO Box 1145 

Salinas, PR 00751 

 

Dear Mr. Vivoni: 

Attached is a copy of a second addendum to the stack test report for the above referenced testing 

program which incorporates the request from Alex O. Rivera of the U.S. EPA written October 

15th, 2021.  Upon your approval, please submit the required copies of the Report to the 

Caribbean Environmental Protection Agency – Region II and Puerto Rico Department of Natural 

and Environmental Resources Environmental Quality Board for review.  Should there be any 

questions concerning the enclosed Report, please contact me at (484) 252-4335. 

 

Respectfully, 

 

 

L. Christopher Heilner 

Owner, LCH Consulting Associates, LLC 
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STACK TEST REPORT ADDENDUM 

Facility Name: 

Steri-Tech, Inc. 
# Road 701, Km 0.7 Salinas Industrial Park 

Salinas, PR 00751 
 

Test Parameter: 

Ethylene Oxide Sterilization Chamber & Aeration Room Vents Test of 
a NAO, Inc. Vapor Control Thermal Oxidizer 

 
Submitted to: 

U.S. Environmental Protection Agency 
Caribbean Environmental Protection Agency – Region 2 

City View Plaza II – Suite 7000 
#48 Road, 165 Km 1.2 

Guaynabo, PR 00968-8073 
 

Prepared and submitted by: 

L. Christopher Heilner - Owner 
LCH Consulting Associates, LLC 

88 Glocker Way PMB 287 
Pottstown, Pennsylvania 19465 

 

 

October 26, 2021
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CERTIFICATION OF ACCURACY AND COMPLETION 

 

I, Mr. L. Christopher Heilner, as the LCH Consulting Associates report author, certify under 

penalty of law that I believe the information provided in this document is true, accurate and 

complete.  I am aware that there are significant civil and criminal penalties, including the 

possibility of fine or imprisonment, or both, for submitting false, inaccurate, or incomplete 

information.  

 

 

 

Signed: _____________________________ Date: ____________ 

 

L. Christopher Heilner 

Owner 

 LCH Consulting Associates 

 Telephone: (484) 252-4335 

 

11/15/21



 
 

1.0 EXECUTIVE SUMMARY 

Steri-Tech, Inc, (STI) is a commercial ethylene oxide sterilization facility providing sterilization 

of pharmaceutical products and medical devices.  This Report Addendum aims to satisfy the 

October 15th, 2021 email request for further information and clarification from Alex O. Rivera of 

the U.S. EPA, Region 2, Caribbean Environmental Protection Division by supplying all 

associated chromatograms. LCH Consulting Services, LLC (LCH) of Pottstown, Pennsylvania, 

was retained to prepare this report addendum, as well as the original report and performance of 

the compliance stack test.

  



 
 

 

 

ATTACHMENT A 
CHROMATOGRAMS 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:08:48

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_672..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.136

-/0.213

-/0.413

-/1.176

-/1.400

-/1.683

-/1.993

1

Component Retention Area

0



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:10:51

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_673..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.026

-/0.140

-/0.216

-/0.410

-/1.180

-/1.350
-/1.380

-/1.686

-/1.993

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:1 :5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_67 ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.026

-/0.140

-/0.216

-/0.410

-/1.180

-/1.350
-/1.380

-/1.686

-/1.993

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:14:57

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_675..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.013-/0.026

-/0.136

-/0.216

-/0.413

Ethylene Oxide/0.746

-/1.186

-/1.390-/1.396

-/1.676

-/1.730

-/1.993

1

Component Retention Area

Ethylene Oxide 0.746 2359.9027

2359.9027



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:17:00

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_676..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.010-/0.023

-/0.136

-/0.213

-/0.413

Ethylene Oxide/0.743

-/1.173

-/1.383

-/1.433

-/1.703
-/1.726

-/1.993

1

Component Retention Area

Ethylene Oxide 0.743 2926.9590

2926.9590



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:19:04

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_677..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.140

-/0.216

-/0.413

Ethylene Oxide/0.743

-/1.170

-/1.396

-/1.670

-/1.993

1

Component Retention Area

Ethylene Oxide 0.743 3131.0557

3131.0557



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:21:07

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_678..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.140

-/0.216

-/0.416

Ethylene Oxide/0.743

-/1.173

-/1.403

-/1.666

-/1.716
-/1.746
-/1.766

-/1.993

1

Component Retention Area

Ethylene Oxide 0.743 3669.6772

3669.6772



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:2 :1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_6 ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.023
-/0.063

-/0.126

-/0.216

-/0.270-/0.273-/0.276-/0.280-/0.283-/0.286-/0.290-/0.293-/0.296-/0.300-/0.303-/0.310-/0.313
-/0.353-/0.356-/0.363-/0.366-/0.370-/0.373-/0.376-/0.380-/0.393
-/0.436

Ethylene Oxide/0.7

-/1.160

-/1.403
-/1.436

-/1.656

-/1.783

-/1.983

1

Component Retention Area

Ethylene Oxide 0.7 9.78

9.78



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:2 :1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_6 ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.023
-/0.063

-/0.126

-/0.216

-/0.270-/0.273-/0.276-/0.280-/0.283-/0.286-/0.290-/0.293-/0.296-/0.300-/0.303-/0.310-/0.313
-/0.353-/0.356-/0.363-/0.366-/0.370-/0.373-/0.376-/0.380-/0.393
-/0.436

Ethylene Oxide/0.7

-/1.160

-/1.403
-/1.436

-/1.656

-/1.783

-/1.983

1

Component Retention Area

Ethylene Oxide 0.7 .

.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:2 :1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_6 ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.023
-/0.063

-/0.126

-/0.216

-/0.270-/0.273-/0.276-/0.280-/0.283-/0.286-/0.290-/0.293-/0.296-/0.300-/0.303-/0.310-/0.313
-/0.353-/0.356-/0.363-/0.366-/0.370-/0.373-/0.376-/0.380-/0.393
-/0.436

Ethylene Oxide/0.7

-/1.160

-/1.403
-/1.436

-/1.656

-/1.783

-/1.983

1

Component Retention Area

Ethylene Oxide 0.7 .

.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:2 :1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_6 ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.023
-/0.063

-/0.126

-/0.216

-/0.270-/0.273-/0.276-/0.280-/0.283-/0.286-/0.290-/0.293-/0.296-/0.300-/0.303-/0.310-/0.313
-/0.353-/0.356-/0.363-/0.366-/0.370-/0.373-/0.376-/0.380-/0.393
-/0.436

Ethylene Oxide/0.7

-/1.160

-/1.403
-/1.436

-/1.656

-/1.783

-/1.983

1

Component Retention Area

Ethylene Oxide 0.7 .

.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:31:22

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_683..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.136

-/0.226

-/0.276-/0.280-/0.283-/0.286-/0.293-/0.296-/0.300-/0.303-/0.306-/0.316-/0.320-/0.330

-/1.433

-/1.743
-/1.773

-/1.986

1

Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:33:25

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_684..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.026

-/0.113

-/0.216

-/0.270-/0.273

-/0.323

-/1.170

-/1.753
-/1.786
-/1.816
-/1.850

-/1.990

1

Component Retention Area

0



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:35:28

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_685..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.113

-/0.216

-/0.266-/0.270-/0.273-/0.286-/0.290

-/1.160

-/1.946
-/1.983

1

Component Retention Area

.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:37:32

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_686..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.010-/0.026

-/0.113

-/0.216

-/0.270-/0.280-/0.283-/0.286-/0.290-/0.293-/0.296-/0.300-/0.303

-/0.423

Ethylene Oxide/0.

-/1.153

-/1.353

-/1.443
-/1.483-/1.496

-/1.730

-/1.983

1

Component Retention Area

Ethylene Oxide 0.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:39:35

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_687..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.080
-/0.126

-/0.226

-/0.293-/0.296-/0.300
-/0.333
-/0.370-/0.376

-/0.433

Ethylene Oxide/0.736

-/1.190

-/1.400

-/1.683
-/1.730

-/1.783

-/1.846

-/1.963
-/1.990

1

Component Retention Area

Ethylene Oxide 0.736 435.5819

435.5819



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:4 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_6 ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.023

-/0.110

-/0.213

-/0.373
-/0.406

-/0.593

-/1.166

-/1.373

-/1.493

-/1.640
-/1.686

-/1.770

-/1.896
-/1.923
-/1.956

1

Component Retention Area

.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:43:41

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_689..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.013

-/0.110

-/0.213

-/0.276

-/0.360

Ethylene Oxide/0.733

-/1.176

-/1.453

-/1.610

-/1.746

-/1.876

-/1.953
-/1.983

1

Component Retention Area

Ethylene Oxide 0.733 58.1681

58.1681



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:45:44

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_690..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.023

-/0.110

-/0.213

-/0.373
-/0.406

-/0.593

Ethylene Oxide/0.690

-/1.166

-/1.373

-/1.493

-/1.640
-/1.686

-/1.770

-/1.896
-/1.923
-/1.956

1

Component Retention Area

Ethylene Oxide 0.9 .

.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:47:47

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_691..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.116

-/0.220

-/0.280-/0.283-/0.286-/0.293-/0.296-/0.300-/0.303-/0.310

-/1.196

-/1.316
-/1.343

-/1.863

-/1.990

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:49:50

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_692..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.006
-/0.026

-/0.110

-/0.216

-/0.273-/0.280-/0.283

-/0.343

-/1.190

-/1.323

-/1.396-/1.400
-/1.433

-/1.523

-/1.653

-/1.716-/1.723-/1.740-/1.750
-/1.773

-/1.840

-/1.916-/1.933
-/1.963

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:51:53

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_693..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.003
-/0.033

-/0.120

-/0.226

-/0.286-/0.290-/0.306-/0.313
-/0.343

-/0.410

Ethylene Oxide/0.766

-/1.213

-/1.370
-/1.413

-/1.510

-/1.563

-/1.620

-/1.710

-/1.776

-/1.900

-/1.990

1

Component Retention Area

Ethylene Oxide 0.766 47.4349

47.4349



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:53:56

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_694..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.120

-/0.226

-/0.290-/0.293

-/0.350

Ethylene Oxide/0.783

-/1.196

-/1.460

-/1.566

-/1.743

-/1.793

-/1.930

-/1.993

1

Component Retention Area

Ethylene Oxide 0.783 40.5632

40.5632



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:55:59

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_695..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.013

-/0.123

-/0.226

-/0.333

-/1.220
-/1.266

-/1.583-/1.586-/1.590-/1.596

-/1.750-/1.763

-/1.943
-/1.976-/1.993

1

Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 15:58:03

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_696..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.123

-/0.226

-/0.280-/0.283-/0.286
-/0.323
-/0.356

-/0.450

Ethylene Oxide/0.603

-/1.020-/1.023

-/1.270

-/1.366

-/1.446
-/1.476

-/1.570

-/1.620
-/1.646
-/1.666

-/1.753

-/1.820-/1.833
-/1.853

-/1.980

1

Component Retention Area

Ethylene Oxide 0.603 43.4871

43.4871



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 16:00:06

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_697..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.123

-/0.226

-/0.280-/0.283-/0.290-/0.300
-/0.323

-/0.390
-/0.436

-/1.033-/1.036

-/1.216

-/1.680

-/1.766

-/1.826

-/1.950
-/1.973-/1.990

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 16:02:09

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_698..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.126

-/0.226

-/1.080

-/1.803

-/1.860

-/1.946-/1.960

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 16:04:12

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_699..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.123

-/0.226

-/0.303

-/0.360

-/0.436

-/1.063
-/1.100

-/1.210
-/1.246

-/1.310

-/1.656

-/1.800
-/1.826

-/1.886
-/1.913

-/1.970-/1.983

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 16:06:15

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_700..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.013

-/0.110

-/0.216

-/0.343

Ethylene Oxide/0.606

-/1.020-/1.033-/1.040

-/1.593

-/1.903

-/1.993

1

Component Retention Area

Ethylene Oxide 0. 6 42.

42.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 16:08:18

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_701..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.120

-/0.223

-/0.310
-/0.356

-/0.430

-/1.256

-/1.323

-/1.410

-/1.563

-/1.626

-/1.786

-/1.933

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 16:13:33

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_703. ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.000

-/1.106

-/1.210

-/1.320

-/1.466

-/1.730

1

Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 16:15:37

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_704. ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.003
-/0.036

-/0.110

-/0.223

-/0.506

-/1.026-/1.033-/1.036-/1.040-/1.043-/1.046-/1.050
-/1.070-/1.073-/1.076

-/1.133
-/1.173

-/1.716

-/1.870-/1.883

-/1.940-/1.950-/1.953-/1.963
-/1.986

1

Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 16:18:31

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_705. ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.013

-/0.283

-/0.353

-/0.426-/0.430-/0.436
-/0.476

-/0.536-/0.550

-

-/1.016

-/1.503

-/1.990

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:29:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_797. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:31: 5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_798. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:33:1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_799. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:35: 1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_800. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:37:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_801. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:39:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_802. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date:  08/11/2021 19:41: 0

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_803. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:43:3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_804. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:45:3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_805. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:47:3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_806. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

-/1.746

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:49:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_807. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000
-/0.100

1

Number Component Retention Area

0.00000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:51:4

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_808. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:53:4

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_809. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:55:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_810. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:57:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_811. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 19:59:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_812. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:02:0

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_813. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:04:04

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_814. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:06:07

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_815. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:08:1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_816. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:10:1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_817. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:12:1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_818. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:14:20

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_819. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

. 0



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:16:2

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_820. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:18:2

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_821. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:20:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_822. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:22:3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_823. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:24:3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_824. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:26:3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_825. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:28:4

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_826. ()
Sample: ARV NAO Outlet Run 1

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:30:4

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_827. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

-/1.283

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:32:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_828. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:34:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_829. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:36:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_830. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:3 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_831. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:41:0

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_832. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:43:0

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_833. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20: :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_83 . ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:47:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_835. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:49:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_836. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:51:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_837. ()
Sample: ARV NAO Outlet Run 

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:53:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_838. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:55: 2

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_839. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:57: 5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_840. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 20:59: 8

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_841. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:01: 1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_842. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:03:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_843. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:05:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_844. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:07:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_845. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:09: 3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_846. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:11:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_847. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:13:4

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_848. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:15:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_849. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:17:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_850. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:19:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_851. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:2 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_852. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:24:0

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_853. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:26:0

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_854. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:28:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_855. ()
Sample: ARV NAO Outlet Run 2

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:30:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_856. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:32:1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_857. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:34:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_858. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:36:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_859. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:38:2

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_860. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:40:2

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_861. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:42:3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_862. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:44:3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_863. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:46:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_864. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:48:4

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_865. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:50:4

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_866. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:52:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_867. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:54:5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_868. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:5 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_869. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 21:5 :5

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_870. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:01:0

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_871. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:03: 3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_872. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:05:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_873. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:07:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_874. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:09:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_875. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:11:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_876. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:13:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_877. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:15:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_878. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:17:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_879. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:19:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_880. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:21:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_881. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:23:

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_882. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:2 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_883. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:2 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_884. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22: :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    1.60 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_885. ()
Sample: ARV NAO Outlet Run 3

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO
0.030 SOUND
0.030 G ON (ValveRotate)
0.030 F ON (ValveRotate)

-50.000 500.000

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 11:33:10

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_972.CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.114

-/0.220

Ethylene Oxide/0.7 0

-/1.186

-/

-/1.796

-/1.863

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.750 42.8434

1 42.8434



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 1 : :1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_9 3..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.116

-/0.216
-/0.263-/0.273

-/0.336

Ethylene Oxide/0.

-/1.123

-/1.313-/1.320-/1.323-/1.330-/1.333
-/1.353-/1.356-/1.360-/1.376-/1.393
-/1.440-/1.453

-/1.580

-/1.646

-/1.806

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0. 3 33

1



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 1 : :1

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_9 .CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.11

-/0.220

Ethylene Oxide/0.780

-/

-

-/1.863

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.7 .

1



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_9 ..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.116

-/0.216

Ethylene Oxide/0.

-/1.123

-/1.313-/1.320-/1.323-/1.330-/1.333

-/1.393
-/1.44-/

-/1.580

-/1.806

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.

1



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_9 ..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.116

-/0.216

Ethylene Oxide/0.

-/1.123

-/1.313-/1.320-/1.323-/1.330-/1.333

-/1.580

-/1.806

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.

1



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.080
-/0.126

-/0.226

-/0.293-/0.296-/0.300
-/0.333
-/0.370-/0.376

-/

Ethylene Oxide/0.7

-/1.400

-/1.683
-/1.730

-/1.846

-/1.963
-/1.990

1

Component Retention Area

Ethylene Oxide 0.76 .

5.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.080
-/0.126

-/0.226

-/0.293-/0.296-/0.300
-/0.333
-/0.370-/0.376

-/0.433

Ethylene Oxide/0.7

-/1.190

-/1.400

-/1.683
-/1.730

-/1.783

-/1.963
-/1.990

1

Component Retention Area

Ethylene Oxide



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.080
-/0.126

-/0.226

-/0.293-/0.296-/0.300
-/0.333

Ethylene Oxide/0.7

-/1.400

-/1.683
-/1.730

-/1.846

-/1.963
-/1.990

1

Component Retention Area

Ethylene Oxide 0.76



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ ..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.106

-/0.210

-/0.273

-/0.330

Ethylene Oxide/0.7

-/1.153

-/1.376

-/1.426
-/1.446

-/1.663
-/1.696
-/1.730
-/1.763
-/1.810

-/1.983

1

Number Component Retention Area

1 Ethylene Oxide 0.7 .

1



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 : :3

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ ..CHR ()
Sample: Sample

Comments: NAO TO Outlet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.080
-/0.126

-/0.226

-/0.293-/0.296-/0.300
-/0.333

Ethylene Oxide/0.7

-/1.190

-/1.400

-/1.683
-/1.730

-/1.846

-/1.963
-/1.990

1

Component Retention Area

Ethylene Oxide 0.7



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 1 :5 :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ ..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.106

-/0.210

-/0.273

-/0.330

Ethylene Oxide/0.7

-/1.153

-/1.376

-/1.663
-/1.696
-/1.730
-/1.763
-/1.810

-/1.983

1

Number Component Retention Area

1 Ethylene Oxide 0.7 5

1



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 11:55:44

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_983..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003
-/0.036

-/0.126

-/0.230

-/0.440

Ethylene Oxide/0.753

-/1.186

-/1.380-/1.383-/1.390-/1.393
-/1.413

-/1.683

-/1.750
-/1.790

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.753 302.

1 302.



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 11:57:47

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_984..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.080

-/0.140

-/0.226

-/0.433

-/0.510-/0.513-/0.516-/0.520-/0.523
-/0.543-/0.550-/0.556-/0.560

Ethylene Oxide/0.753

-/1.190

-/1.373

-/1.680

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.753 8217.8288

1 8217.8288



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 11:59:50

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_985..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.130

-/0.220

-/0.426

-/0.510-/0.513-/0.516-/0.520

Ethylene Oxide/0.746

-/1.190

-/1.380

-/1.670

1

Number Component Retention Area

1 Ethylene Oxide 0.746 7096.9891

1 7096.9891



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:01:53

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_986..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010-/0.026

-/0.110

-/0.216

-/0.266-/0.270-/0.273-/0.276-/0.280-/0.283-/0.286-/0.293-/0.296-/0.300-/0.303-/0.306-/0.310-/0.313

Ethylene Oxide/0.750

-/1.180

-/1.406
-/1.443

-/1.776
-/1.810

-/1.893

-/1.990

1

Number Component Retention Area

1 Ethylene Oxide 0.750 527.9530

1 527.9530



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:03:57

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_987..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.013-/0.023

-/0.106

-/0.216

-/0.340
-/0.366

-/0.570

Ethylene Oxide/0.756

-/1.180

-/1.410-/1.413-/1.416-/1.420
-/1.446

-/1.506

-/1.803
-/1.823-/1.830

-/1.916

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.756 119.4251

1 119.4251



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:06:00

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_988..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.110

-/0.216

-/0.276

-/0.340

-/0.496

-/0.563

Ethylene Oxide/0.753

-/1.176

-/1.463
-/1.496

-/1.760
-/1.800
-/1.826
-/1.870

-/1.973

1

Number Component Retention Area

1 Ethylene Oxide 0.753 118.3571

1 118.3571



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:08:03

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_989..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003
-/0.023

-/0.106

-/0.213

-/0.343

-/0.423

-/0.483

-/0.543

Ethylene Oxide/0.756

-/1.170

-/1.416-/1.426

-/1.510

-/1.616

-/1.670

-/1.740

-/1.853

-/1.913

-/1.990

1

Number Component Retention Area

1 Ethylene Oxide 0.756 70.6742

1 70.6742



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:10:06

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_990..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.120

-/0.223

-/0.273-/0.276-/0.280

-/0.353

-/0.463

-/0.570

Ethylene Oxide/0.776

-/1.193

-/1.483

-/1.563

-/1.636
-/1.663
-/1.710

-/1.813
-/1.840
-/1.870

-/1.936

1

Number Component Retention Area

1 Ethylene Oxide 0.776 61.5165

1 61.5165



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:12:09

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_991..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.110

-/0.216
-/0.260-/0.263-/0.266-/0.273

-/0.343

-/0.426
-/0.473

-/0.556

Ethylene Oxide/0.766

-/1.180

-/1.490

-/1.660

-/1.823

-/1.886

-/1.990

1

Number Component Retention Area

1 Ethylene Oxide 0.766 64.3304

1 64.3304



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:14:12

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_992.CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.113

-/0.220

-/0.270-/0.273

-/0.340

-/0.413
-/0.453

Ethylene Oxide/0.780

-/1.186

-/1.553

-/1.640

-/1.740

-/1.796

-/1.863

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.780 49.5626

1 49.5626



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:16:15

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_993..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.116

-/0.216
-/0.263-/0.273

-/0.336

-/1.123

-/1.313-/1.320-/1.323-/1.330-/1.333
-/1.353-/1.356-/1.360-/1.376-/1.393
-/1.440-/1.453

-/1.580

-/1.646

-/1.806

-/1.986

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:18:18

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_994..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.120

-/0.226

-/0.276

-/0.346

Ethylene Oxide/0.723

-/1.186

-/1.426
-/1.473

-/1.650

-/1.770

-/1.850

-/1.943

1

Number Component Retention Area

1 Ethylene Oxide 0.723 76.7284

1 76.7284



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:20:21

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_995..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000-/0.003-/0.013

-/0.123

-/0.226
-/0.273-/0.276

-/0.336

-/1.093
-/1.120

-/1.183

-/1.310

-/1.390
-/1.430

-/1.710

-/1.826

-/1.943

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:22:24

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_996..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.013

-/0.136

-/0.226

-/0.440

-/1.060

-/1.226

-/1.310
-/1.350

-/1.670

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:24:27

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_997..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.080
-/0.126

-/0.230

-/0.280-/0.283-/0.286-/0.290-/0.293-/0.296-/0.300-/0.303-/0.306-/0.310-/0.313-/0.316-/0.320

-/0.376

-/0.436

-/1.210

-/1.356

-/1.680

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:26:31

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_998.CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.076

-/0.130

-/0.233
-/0.280-/0.283-/0.286-/0.290-/0.293-/0.296-/0.300-/0.303-/0.306-/0.310-/0.313-/0.316-/0.320
-/0.366

-/0.436

-/1.053

-/1.196

-/1.386

-/1.746

-/1.813

-/1.986

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:28:34

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_999..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.116

-/0.216
-/0.263-/0.266-/0.270-/0.273

-/0.323
-/0.363

-/1.160

-/1.213

-/1.280
-/1.310

-/1.380

-/1.720

-/1.786

-/1.883

-/1.960
-/1.986

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:30:37

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1000..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.116

-/0.216
-/0.256

-/0.340

-/1.160

-/1.303-/1.310-/1.313-/1.316-/1.323
-/1.343

-/1.400

-/1.683

-/1.783

-/1.883

-/1.986

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:32:40

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1001..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.026

-/0.116

-/0.220
-/0.260-/0.263-/0.266-/0.270-/0.273

Ethylene Oxide/0.723

-/1.206

-/1.353

-/1.433

-/1.973

1

Number Component Retention Area

1 Ethylene Oxide 0.723 85.5347

1 85.5347



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:34:43

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1002..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.116

-/0.336

Ethylene Oxide/0.7 3

-/1.193

-/1.360

-/1.430

-/1.633

-/1.743

-/1.836

1

Number Component Retention Area

1 Ethylene Oxide 0.73 69.2606

1 69.2606



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:36:46

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1003..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.106

-/0.210
-/0.250-/0.253-/0.256-/0.260-/0.263-/0.266-/0.270-/0.273-/0.280
-/0.323

-/0.373
-/0.396

-/1.170

-/1.383

-/1.763

-/1.833

-/1.990

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:38:49

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1004..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.110

-/0.213

-/0.266-/0.270-/0.273-/0.276

-/0.326

-/0.383

-/1.163

-/1.366
-/1.406

-/1.633
-/1.666

-/1.736

-/1.793

-/1.993

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 12:40:53

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1005..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.116

-/0.216
-/0.260-/0.263-/0.266-/0.270-/0.273-/0.276-/0.280-/0.283-/0.286-/0.290-/0.293

-/0.350

-/1.260
-/1.296

-/1.960

1

Number Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.000

-/1.16

-/1.210

-/1.466

-/1.730

1

Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.003
-/0.036

-/0.110

-/0.223

-/0.506

-/1.133
-/1.173

-/1.716

-/1.870-/1.883

-/1.940-/1.950-/1.953-/1.963
-/1.986

1

Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.013

-/0.283

-/0.353

-/0.426-/0.430-/0.436
-/0.476

-/0.536-/0.550

-

-/1.016

-/1.503

-/1.990

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:31:42

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1176..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.146

-/0.223

-/0.416

Ethylene Oxide/0.656

-/1.013-/1.016-/1.020-/1.023

-/1.140

-/1.306-/1.310
-/1.330-/1.333-/1.336

-/1.650

-/1.990

1

Number Component Retention Area

1 Ethylene Oxide 0.656 107.8727

1 107.8727



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:33:45

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1177..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.033
-/0.073

-/0.140

-/0.220

-/0.420

-/0.493-/0.496-/0.500-/0.503-/0.506
-/0.543-/0.546

Ethylene Oxide/0.706

-/1.163

-/1.336

-/1.643

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.706 5236.8869

1 5236.8869



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:35:48

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1178..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003
-/0.040

-/0.146

-/0.226

-/0.426

Ethylene Oxide/0.740

-/1.176

-/1.363-/1.366-/1.370

-/1.666

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.740 10531.4393

1 10531.4393



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:37:51

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1179..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.026

-/0.133

-/0.213

-/0.416

Ethylene Oxide/0.726

-/1.156

-/1.633

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.726 11965.4880

1 11965.4880



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:39:54

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1180..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.063

-/0.123

-/0.213
-/0.256-/0.260-/0.263-/0.266-/0.270-/0.273-/0.276-/0.280-/0.283-/0.286-/0.293-/0.296-/0.300
-/0.320
-/0.346-/0.350

-/0.416

Ethylene Oxide/0.626

-/1.116

-/1.276-/1.280-/1.283-/1.286
-/1.320-/1.333

-/1.626

-/1.716

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.626 3476.1440

1 3476.1440



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:41:57

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1181..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.070

-/0.130

-/0.216

-/0.423

Ethylene Oxide/0.703

-/1.150

-/1.626

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.703 5125.3243

1 5125.3243



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:44:00

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1182..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.026

-/0.123

-/0.216

-/0.426

Ethylene Oxide/0.726

-/1.153

-/1.630

-/1.783

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.726 4958.4160

1 4958.4160



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:46:03

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1183..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.030

-/0.123

-/0.220

-/0.430

Ethylene Oxide/0.736

-/1.166

-/1.653

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.736 1162.1404

1 1162.1404



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:48:06

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1184..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.036
-/0.076

-/0.126

-/0.226

-/0.280-/0.283-/0.286-/0.290-/0.293-/0.296-/0.300-/0.303-/0.306-/0.310-/0.313

Ethylene Oxide/0.743

-/1.163

-/1.433

-/1.686

-/1.743

-/1.823

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.743 450.3401

1 450.3401



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:50:09

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1185..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.106

-/0.210

-/0.273

-/0.330

Ethylene Oxide/0.730

-/1.153

-/1.376

-/1.426
-/1.446

-/1.663
-/1.696
-/1.730
-/1.763
-/1.810

-/1.983

1

Number Component Retention Area

1 Ethylene Oxide 0.730 532.2290

1 532.2290



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:52:12

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1186..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.116

-/0.223

-/0.280
-/0.316

-/0.533

Ethylene Oxide/0.753

-/1.173

-/1.403-/1.410
-/1.440-/1.453

-/1.520

-/1.606

-/1.710

-/1.816
-/1.850

-/1.956

1

Number Component Retention Area

1 Ethylene Oxide 0.753 156.3311

1 156.3311



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:54:15

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1187..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.123

-/0.226

-/0.346

-/0.526

Ethylene Oxide/0.763

-/1.176

-/1.410

-/1.623

-/1.723

-/1.800

-/1.880

-/1.966

1

Number Component Retention Area

1 Ethylene Oxide 0.763 95.7546

1 95.7546



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:56:19

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1188..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.110

-/0.213

-/0.270-/0.273-/0.286

-/0.353

Ethylene Oxide/0.756

-/1.160

-/1.423
-/1.443

-/1.533
-/1.566

-/1.760

-/1.883

-/1.986

1

Number Component Retention Area

1 Ethylene Oxide 0.756 78.9804

1 78.9804



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 18:58:22

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1189..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.023

-/0.110

-/0.213

-/0.263-/0.266-/0.270

-/0.320

Ethylene Oxide/0.756

-/1.153

-/1.406-/1.410
-/1.436
-/1.463

-/1.513

-/1.566

-/1.653

-/1.733

-/1.873

-/1.960

1

Number Component Retention Area

1 Ethylene Oxide 0.756 67.6544

1 67.6544



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:00:25

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1190..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.013

-/0.110

-/0.216

-/0.323

Ethylene Oxide/0.763

-/1.163

-/1.413
-/1.453

-/1.566

-/1.696
-/1.743
-/1.790
-/1.836

-/1.910

1

Number Component Retention Area

1 Ethylene Oxide 0.763 64.9534

1 64.9534



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:02:28

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1191..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.110

-/0.216

-/0.330

Ethylene Oxide/0.733

-/1.153

-/1.393
-/1.420
-/1.453

-/1.520
-/1.560
-/1.593
-/1.636
-/1.676

-/1.803

-/1.916

-/1.990

1

Number Component Retention Area

1 Ethylene Oxide 0.733 82.9202

1 82.9202



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:04:31

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1192..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.013

-/0.106

-/0.213

-/0.263

-/0.336

Ethylene Oxide/0.723

-/1.136

-/1.480
-/1.526
-/1.546-/1.553

-/1.606

-/1.700

-/1.776

-/1.883

-/1.963

1

Number Component Retention Area

1 Ethylene Oxide 0.723 91.7534

1 91.7534



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:06:34

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1193..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.013-/0.023

-/0.106

-/0.213

-/0.263

-/0.326

Ethylene Oxide/0.726

-/1.156

-/1.406

-/1.456

-/1.526

-/1.626

-/1.770

-/1.836

-/1.923

-/1.993

1

Number Component Retention Area

1 Ethylene Oxide 0.726 96.5643

1 96.5643



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:08:37

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1194..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.113

-/0.213

-/0.310

-/1.046

-/1.106

-/1.263
-/1.296
-/1.336

-/1.390
-/1.410

-/1.706
-/1.753

-/1.820

-/1.886

-/1.936

-/1.990

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:10:41

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1195..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010

-/0.123

-/0.223

-/0.276-/0.280-/0.283-/0.286-/0.300-/0.303-/0.306

-/1.133

-/1.283-/1.286-/1.296

-/1.360

-/1.580
-/1.610

-/1.753
-/1.780

-/1.840

-/1.900

-/1.960

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:12:44

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1196..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006
-/0.026

-/0.113

-/0.216
-/0.263-/0.266-/0.270-/0.273-/0.276

-/0.330

-/0.406

-/1.170

-/1.290

-/1.393

-/1.566

-/1.636

-/1.866

-/1.963

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:14:47

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1197..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.113

-/0.213

-/0.263

-/0.330

-/1.136

-/1.323
-/1.356

-/1.586

-/1.640

-/1.696

-/1.783

-/1.863
-/1.896

-/1.983

1

Number Component Retention Area

0 0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:16:50

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1198..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.113

-/0.216

-/0.266-/0.273
-/0.320

-/1.066

-/1.133

-/1.223

-/1.316

-/1.566

-/1.633

-/1.686

-/1.740
-/1.773

-/1.910

-/1.983

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:18:53

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1199..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003
-/0.036

-/0.120

-/0.223

-/0.330

-/1.060

-/1.186

-/1.276

-/1.653

-/1.733

-/1.823

-/1.993

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:20:56

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1200..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.120

-/0.220

-/0.270-/0.276-/0.280-/0.283-/0.290

-/0.346

-/1.170

-/1.296

-/1.430

-/1.573

-/1.713

-/1.986

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:22:59

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1201..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.116

-/0.220

-/0.326

-/0.400

-/1.080

-/1.256

-/1.620

-/1.720
-/1.750

-/1.863

-/1.993

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:25:02

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1202..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000
-/0.026

-/0.110

-/0.213

-/0.333

-/1.533

-/1.716

-/1.806

-/1.940

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:27:05

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1203..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.110

-/0.210

-/0.330

-/1.193
-/1.220

-/1.270

-/1.323-/1.340

-/1.393

-/1.490

-/1.563
-/1.590
-/1.633
-/1.666
-/1.693

-/1.753

-/1.853

-/1.906

-/1.990

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:29:09

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1204..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003
-/0.026

-/0.113

-/0.213

-/0.263-/0.266-/0.270

-/0.326

-/1.223

-/1.286

-/1.413

-/1.573

-/1.636

-/1.690

-/1.763

-/1.876

-/1.930

-/1.993

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:31:12

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1205..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003
-/0.023

-/0.110

-/0.213

-/0.266-/0.270-/0.273

-/0.336

-/1.200

-/1.286
-/1.333

-/1.690

-/1.960

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:33:15

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1206..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006
-/0.026

-/0.110

-/0.213

-/0.316

-/1.196

-/1.303

-/1.360

-/1.426

-/1.520

-/1.573

-/1.626

-/1.816

-/1.893
-/1.940

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:35:18

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1207..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.000

-/0.110

-/0.213
-/0.260
-/0.306

-/1.183

-/1.306

-/1.386

-/1.460

-/1.513
-/1.540
-/1.566

-/1.640

-/1.710

-/1.820
-/1.840
-/1.870

-/1.926

-/1.983

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:37:21

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1208..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.010
-/0.033

-/0.126

-/0.220

-/0.423

-/1.023-/1.030-/1.036

-/1.203

-/1.260
-/1.306

-/1.380

-/1.680

-/1.753-/1.763

-/1.830

-/1.930
-/1.956
-/1.993

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:39:24

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1209..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.006

-/0.113

-/0.210

-/0.406

-/1.053

-/1.246

-/1.340
-/1.370

-/1.443

-/1.596
-/1.620
-/1.650
-/1.670

-/1.753

-/1.986

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:41:27

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1210..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.013

-/0.123

-/0.223

-/0.300-/0.303-/0.306-/0.310-/0.313-/0.316-/0.320-/0.323-/0.326

-/0.416

-/1.060

-/1.193
-/1.236

-/1.370

-/1.543

-/1.663

-/1.730
-/1.773

-/1.986

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 19:43:30

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1211..CHR ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.030 F ON (ValveRotate)
0.030 G ON (ValveRotate)

-80.000 8000.000
-/0.003

-/0.136

-/0.226

-/0.433

-/1.030-/1.033-/1.036

-/1.180

-/1.306

-/1.616

-/1.806

-/1.986

1

Number Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.000

-/1.16

-/1.2

-/1.4

1

Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.003
-/0.036

-/0.110

-/0.223

-/0.506

-/1.133
-/1.173

-/1.716

-/1.940-/1.950-/1.953-/1.963
-/1.986

1

Component Retention Area

0.0000



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/1 /2021 1 : :

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: ARV combustion air blower

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.013

-/0.283

-/0.353

-/0.426-/0.430-/0.436
-/0.476

-/1.016

-/1.990

1

Component Retention Area



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 16:48:25

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_22. ()
Sample: Calibration FID

Comments: 5.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.033

-/0.163

-/0.273

-/0.363

Ethylene Oxide/0.840

-/1.506

-/1.640
-/1.683

-/1.793

-/1.956

1

Component Retention Area

Ethylene Oxide 0.840 24.3544

24.3544



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 16:50:26

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_23. ()
Sample: Calibration FID

Comments: 5.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.013

-/0.120

-/0.253
-/0.293

-/0.363

-/0.460

Ethylene Oxide/0.793

-/1.510

-/1.630

-/1.743

-/1.803

-/1.866

-/1.940

1

Component Retention Area

Ethylene Oxide 0.793 24.0276

24.0276



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 16:52:30

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_24. ()
Sample: Calibration FID

Comments: 5.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.000

-/0.113

-/0.240
-/0.260

-/0.383

-/0.480

Ethylene Oxide/0.790

-/1.523
-/1.566

-/1.643

-/1.706
-/1.743

-/1.826

-/1.926

-/1.990

1

Component Retention Area

Ethylene Oxide 0.790 24.5066

24.5066



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:14:04

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_34. ()
Sample: Calibration FID

Comments: 1.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.000

-/0.116

-/0.230

-/0.300

-/0.373

-/0.433

Ethylene Oxide/0.790

-/1.533

-/1.606
-/1.630

-/1.723

-/1.830

-/1.896

-/1.983

1

Component Retention Area

Ethylene Oxide 0.790 5.3942

5.3942



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:16:08

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_35. ()
Sample: Calibration FID

Comments: 1.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.010

-/0.116

-/0.236

-/0.310

-/0.366

Ethylene Oxide/0.786

-/1.666

-/1.733

-/1.820

-/1.903
-/1.926

-/1.986

1

Component Retention Area

Ethylene Oxide 0.786 5.5428

5.5428



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:18:15

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_36. ()
Sample: Calibration FID

Comments: 1.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.010

-/0.120

-/0.296

Ethylene Oxide/0.793

-/1.550
-/1.596

-/1.656

-/1.710

-/1.773

-/1.833
-/1.863

-/1.953

1

Component Retention Area

Ethylene Oxide 0.793 5.3146

5.3146



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:22:24

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_38. ()
Sample: Calibration FID

Comments: 10.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.013

-/0.116

-/0.213

-/0.323
-/0.363

-/0.426

Ethylene Oxide/0.790

-/1.510

-/1.590

-/1.716

-/1.830

-/1.883

-/1.933

1

Component Retention Area

Ethylene Oxide 0.790 50.9918

50.9918



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:24:32

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_39. ()
Sample: Calibration FID

Comments: 10.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003

-/0.113

-/0.210
-/0.250
-/0.290
-/0.330
-/0.350

-/0.400

Ethylene Oxide/0.780

-/1.510

-/1.560
-/1.606

-/1.720

-/1.820

-/1.886

-/1.943

1

Component Retention Area

Ethylene Oxide 0.780 51.5866

51.5866



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:27:16

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_40. ()
Sample: Calibration FID

Comments: 10.0ppm EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003
-/0.046

-/0.136

-/0.196

-/0.303

-/0.433

Ethylene Oxide/1.393

-/1.630

-/1.723

-/1.826

-/1.930

1

Component Retention Area

Ethylene Oxide 1.393 52.0503

52.0503



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:44:46

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_48. ()
Sample: QA FID

Comments: Nitrogen Flush through Heated Sample Line System

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.013

-/0.120

-/0.193

-/0.270

-/0.336
-/0.370

Ethylene Oxide/1.316

-/1.500
-/1.533
-/1.566
-/1.586
-/1.623

-/1.730

-/1.830
-/1.863

-/1.926

-/1.983

1

Component Retention Area

Ethylene Oxide 1.316 0.2400

0.2400



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:46:54

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_49. ()
Sample: QA FID

Comments: Nitrogen Flush through Heated Sample Line System

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND                
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003

-/0.133

-/0.230

-/0.283
-/0.326
-/0.370

-/0.460

Ethylene Oxide/1.376

-/1.540

-/1.630

-/1.680
-/1.726

-/1.833

-/1.890

-/1.953
-/1.986

1

Component Retention Area

Ethylene Oxide 1.376 0.3409

0.3409



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:49:46

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_50. ()
Sample: QA FID

Comments: Nitrogen Flush through Heated Sample Line System

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003

-/0.103
-/0.150-/0.163

-/0.226

-/0.333

-/0.440

-/0.500

Ethylene Oxide/0.883

-/1.566

-/1.633

-/1.800
-/1.830

-/1.916
-/1.963
-/1.986

1

Component Retention Area

Ethylene Oxide 0.883 .2298

.2298



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:56:28

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_53. ()
Sample: QA FID

Comments: 5.0ppm Direct Interface Recovery Study

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.010

-/0.106

-/0.276

-/0.356

Ethylene Oxide/0.793

-/1.630

-/1.856

-/1.923
-/1.960
-/1.983

1

Component Retention Area

Ethylene Oxide 0.793 2 .

2



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 17:58:38

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_54. ()
Sample: QA FID

Comments: 5.0ppm Direct Interface Recovery Study

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.010

-/0.163

-/0.333

-/0.386

-/0.486

Ethylene Oxide/0.843

-/1.546

-/1.606

-/1.663
-/1.703
-/1.750
-/1.770

-/1.836

-/1.910
-/1.956

1

Component Retention Area

Ethylene Oxide 0.843 25.1779

25.1779



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/10/2021 18:00:38

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_55. ()
Sample: QA FID

Comments: 5.0ppm Direct Interface Recovery Study

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003

-/0.106

-/0.230

-/0.316

Ethylene Oxide/0.780

-/1.570
-/1.590

-/1.656

-/1.880

-/1.990

1

Component Retention Area

Ethylene Oxide 0.780 25.2287

25.2287



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 09:17:20

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_509. ()
Sample: Sample

Comments: Nitrogen Zero Direct Injection

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003

-/0.090

-/0.156

-/0.276

-/0.366
-/0.400
-/0.420

-/0.540

-/0.670

Ethylene Oxide/0.870

-/1.263
-/1.303

-/1.373

-/1.453
-/1.473-/1.483

-/1.556
-/1.603
-/1.626

-/1.703

-/1.860

-/1.990

1

Component Retention Area

Ethylene Oxide 0.870 0.2127

0.2127



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 09:19:23

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_510. ()
Sample: Sample

Comments: Nitrogen Zero Direct Injection

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003-/0.010

-/0.050

-/0.120

-/0.246

-/0.296

-/0.363

-/0.606

Ethylene Oxide/0.976

-/1.240

-/1.306

-/1.366

-/1.456
-/1.500

-/1.550
-/1.596
-/1.620

-/1.730

-/1.853

-/1.906
-/1.946

1

Component Retention Area

Ethylene Oxide 0.976 .2440

.2440



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 09:24:37

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_511. ()
Sample: Sample

Comments: Nitrogen Zero Direct Injection

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003-/0.020
-/0.060
-/0.090
-/0.113
-/0.136
-/0.160
-/0.186

-/0.320
-/0.353
-/0.376

-/0.426
-/0.446

-/0.503

-/0.616

Ethylene Oxide/0.846

-/1.203

-/1.276

-/1.373

-/1.433

-/1.533

-/1.653

-/1.706-/1.723
-/1.753
-/1.786

-/1.930

1

Component Retention Area

Ethylene Oxide 0.846 0.2018

0.2018



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 09:43:36

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_520. ()
Sample: Calibration

Comments: 1.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.036

-/0.116

-/0.220

-/0.373

-/0.493

-/0.570

-/0.633

-/0.693

Ethylene Oxide/0.833

-/1.296-/1.306-/1.310

-/1.490

-/1.576

-/1.630

-/1.726-/1.740

-/1.793

-/1.860

-/1.913

-/1.986

1

Component Retention Area

Ethylene Oxide 0.833 4.6534

4.6534



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 09:45:39

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_521. ()
Sample: Calibration

Comments: 1.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.013

-/0.120

-/0.210

-/0.336

-/0.633

Ethylene Oxide/0.790

-/1.250

-/1.353

-/1.420

-/1.483
-/1.526

-/1.580

-/1.650

-/1.743

-/1.810
-/1.836

-/1.906

-/1.956
-/1.990

1

Component Retention Area

Ethylene Oxide 0.790 4.4846

4.4846



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 09:47:49

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_522. ()
Sample: Calibration

Comments: 5.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.010
-/0.046

-/0.173

-/0.276

-/0.343

-/0.430

-/0.483

-/0.606

-/0.673
-/0.700

Ethylene Oxide/0.846

-/1.283

-/1.353
-/1.390

-/1.453

-/1.533

-/1.590
-/1.620-/1.636
-/1.676

-/1.726

-/1.780

-/1.876
-/1.900

-/1.953

1

Component Retention Area

Ethylene Oxide 0.846 4.4296

4.4296



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 10:05:27

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_530. ()
Sample: Calibration

Comments: 5.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.006

-/0.116

-/0.243
-/0.286
-/0.333
-/0.360

-/0.436

-/0.526
-/0.570

Ethylene Oxide/0.790

-/1.323

-/1.413

-/1.463

-/1.530

-/1.626

-/1.696

-/1.750
-/1.776
-/1.810-/1.823

-/1.896

-/1.960

1

Component Retention Area

Ethylene Oxide 0.790 26.7812

26.7812



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 10:07:38

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_531. ()
Sample: Calibration

Comments: 5.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003

-/0.183

-/0.326

-/0.400

-/0.593
-/0.623

Ethylene Oxide/0.853

-/1.200-/1.213

-/1.356
-/1.403
-/1.423

-/1.476

-/1.630

-/1.730

-/1.806
-/1.840

-/1.946
-/1.973

1

Component Retention Area

Ethylene Oxide 0.853 26.9866

26.9866



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 10:09:42

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_532. ()
Sample: Calibration

Comments: 5.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.003

-/0.130

-/0.263
-/0.303-/0.313

-/0.396

-/0.470

-/0.570

Ethylene Oxide/0.803

-/1.413
-/1.433

-/1.506

-/1.556

-/1.613

-/1.680

-/1.830

-/1.936
-/1.963
-/1.993

1

Component Retention Area

Ethylene Oxide 0.803 26.9540

26.9540



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 10:18:15

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_536. ()
Sample: Calibration

Comments: 10.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.000-/0.013

-/0.116

-/0.203
-/0.250

-/0.300
-/0.320
-/0.346

-/0.513

Ethylene Oxide/0.783

-/1.240

-/1.333

-/1.466

-/1.566

-/1.630
-/1.656
-/1.703

-/1.783
-/1.816

-/1.880

-/1.983

1

Component Retention Area

Ethylene Oxide 0.783 53.2777

53.2777



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 10:20:20

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_537. ()
Sample: Calibration

Comments: 10.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.000

-/0.120

-/0.246
-/0.266
-/0.313
-/0.360

-/0.566-/0.583

Ethylene Oxide/0.786

-/1.310

-/1.363
-/1.386

-/1.440

-/1.570
-/1.596
-/1.623

-/1.703

-/1.773

-/1.893
-/1.940

1

Component Retention Area

Ethylene Oxide 0.786 53.2025

53.2025



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 10:22:30

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_538. ()
Sample: Calibration

Comments: 10.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-3.125 31.250
-/0.006-/0.016

-/0.066

-/0.180

-/0.286

-/0.340

-/0.440

-/0.616

Ethylene Oxide/0.843

-/1.226

-/1.370

-/1.423
-/1.470
-/1.496

-/1.580

-/1.636

-/1.686
-/1.733

-/1.823

-/1.913

1

Component Retention Area

Ethylene Oxide 0.843 53.4501

53.4501



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:52:55

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_896. ()
Sample: Sample

Comments: 5.0ppm Continuing Calibration Verification (CCV) Drift Test

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-1.563 39.063
-/0.003

-/0.120

-/0.293

-/0.543

Ethylene Oxide/0.793

-/1.273

-/1.346

-/1.416

-/1.470

-/1.533

-/1.646

-/1.700

-/1.760

-/1.826

-/1.913
-/1.936
-/1.983

1

Component Retention Area

Ethylene Oxide 0.793 .6366

.6366



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:54:59

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_897. ()
Sample: Sample

Comments: 5.0ppm Continuing Calibration Verification (CCV) Drift Test

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-1.563 39.063
-/0.000

-/0.116

-/0.230

-/0.303
-/0.346
-/0.373

Ethylene Oxide/0.786

-/1.236

-/1.296

-/1.363

-/1.420

-/1.553

-/1.700

-/1.810
-/1.843
-/1.890

-/1.966

1

Component Retention Area

Ethylene Oxide 0.786 .6670

.6670



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/11/2021 22:57:11

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_898. ()
Sample: Sample

Comments: 5.0ppm Continuing Calibration Verification (CCV) Drift Test

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-1.563 39.063

-/0.083

-/0.206

-/0.346

-/0.410

-/0.463

Ethylene Oxide/0.873

-/1.406

-/1.490

-/1.576

-/1.640

-/1.740

-/1.806

-/1.866

-/1.946

1

Component Retention Area

Ethylene Oxide 0.873 .0957

.0957



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 09:04:01

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_924. ()
Sample: Calibration

Comments: 502ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.013

-/0.116

-/0.216
-/0.263
-/0.303
-/0.323
-/0.343

-/0.420

Ethylene Oxide/0.773

-/1.190

-/1.310

-/1.376

-/1.466

-/1.560

-/1.680

-/1.783

-/1.850
-/1.896

-/1.993

1

Component Retention Area

Ethylene Oxide 0.773 0.1024

0.1024



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 09:06:07

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_925. ()
Sample: Calibration

Comments: 502ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.000
-/0.026

-/0.126

-/0.216

-/0.276
-/0.316

-/0.426

-/0.506

Ethylene Oxide/0.790

-/1.180

-/1.260

-/1.323
-/1.370

-/1.463

-/1.563
-/1.596

-/1.653
-/1.693
-/1.720

-/1.786

-/1.880

-/1.946
-/1.983

1

Component Retention Area

Ethylene Oxide 0.790 0.3504

0.3504



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 09:08:10

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_926. ()
Sample: Calibration

Comments: 502ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.010

-/0.116

-/0.200

-/0.260

-/0.313

-/0.390
-/0.423

-/0.476

-/0.543

Ethylene Oxide/0.783

-/1.150

-/1.210

-/1.283

-/1.363

-/1.426

-/1.493

-/1.566

-/1.690

-/1.746

-/1.800

-/1.856
-/1.883
-/1.916
-/1.943

1

Component Retention Area

Ethylene Oxide 0.783 0.2622

0.2622



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 09:52:05

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_939. ()
Sample: Calibration

Comments: 5.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.013

-/0.116

-/0.240

-/0.380

-/0.453

-/0.576

Ethylene Oxide/0.770

-/1.043-/1.050-/1.056-/1.063-/1.066-/1.070
-/1.090-/1.096
-/1.116

-/1.166

-/1.280

-/1.356

-/1.436

-/1.556

-/1.610
-/1.650

-/1.716

-/1.820

-/1.913

1

Component Retention Area

Ethylene Oxide 0.770 2 .3071

2 .3071



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 09:54:09

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_940. ()
Sample: Calibration

Comments: 5.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.013

-/0.113

-/0.256

-/0.356

-/0.410
-/0.456
-/0.500

-/0.580

Ethylene Oxide/0.770

-/1.040
-/1.086-/1.093-/1.100
-/1.123
-/1.153

-/1.243

-/1.426

-/1.500

-/1.560
-/1.606

-/1.663

-/1.816

-/1.890
-/1.923

1

Component Retention Area

Ethylene Oxide 0.770 2 .4163

2 .4163



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 09:56:13

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_941. ()
Sample: Calibration

Comments: 5.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.006

-/0.116

-/0.263

-/0.420

-/0.516

-/0.593

Ethylene Oxide/0.776

-/1.060
-/1.080-/1.083-/1.093-/1.106-/1.123
-/1.150-/1.163
-/1.196

-/1.253

-/1.353

-/1.556

-/1.616

-/1.710

-/1.810

-/1.916

-/1.990

1

Component Retention Area

Ethylene Oxide 0.776 2 .4183

2 .4183



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 10:00:29

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_943. ()
Sample: Calibration

Comments: 1.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.003

-/0.073

-/0.193

-/0.273

-/0.363

-/0.503

-/0.603

Ethylene Oxide/0.853

-/1.010

-/1.163-/1.166-/1.176-/1.193
-/1.226
-/1.246

-/1.363

-/1.613

-/1.706

-/1.773

-/1.840

-/1.893

-/1.960

1

Component Retention Area

Ethylene Oxide 0.853 .2858

.2858



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 10:02:35

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_944. ()
Sample: Calibration

Comments: 1.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.000-/0.010
-/0.053

-/0.160

-/0.380

-/0.456

-/0.513

-/0.576
-/0.610

-/0.666
-/0.686

Ethylene Oxide/0.816

-/1.160
-/1.196

-/1.256

-/1.330

-/1.403
-/1.443
-/1.476

-/1.600

-/1.660
-/1.706

-/1.783

-/1.890

-/1.970

1

Component Retention Area

Ethylene Oxide 0.816 .4983

.4983



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 10:04:38

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_945. ()
Sample: Calibration

Comments: 1.0ppm Calibration Gas EtO in Nitrogen

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-100.000 2500.000
-/0.003-/0.010

-/0.116

-/0.200

-/0.356

-/0.410
-/0.456
-/0.490
-/0.510

-/0.600

Ethylene Oxide/0.780

-/1.120-/1.126
-/1.156

-/1.230

-/1.330
-/1.376

-/1.463

-/1.593

-/1.680

-/1.753

-/1.903
-/1.950
-/1.970

1

Component Retention Area

Ethylene Oxide 0.780 .4279

.4279



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 : 7:36

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: NAO Oultet Stack

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.000

-/0.140

-/0.240

-/0.320

-/0.376
-/0.406

-/0.463
-/0.496
-/0.530

-/0.646

Ethylene Oxide/0.773

-/1.116
-/1.163

-/1.283

-/1.420

-/1.473

-/1.533

-/1.596

-/1.656

-/1.743

-/1.816
-/1.850

-/1.906

-/1.960

1

Component Retention Area

Ethylene Oxide 0.7



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 1 : 9:41

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: 5.0ppm Continuing Calibration Verification (D )

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.000

-/0.116

-/0.213
-/0.240
-/0.273

-/0.360

Ethylene Oxide/0.733

-/1.216

-/1.356

-/1.480

-/1.570

-/1.626

-/1.686-/1.700

-/1.756

-/1.850

-/1.986

1

Component Retention Area

Ethylene Oxide 0.7



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 1 : 1:45

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_ . ()
Sample: Sample

Comments: 5.0ppm Continuing Calibration Verification (D

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.013

-/0.113

-/0.226

-/0.330

-/0.380

Ethylene Oxide/0.760

-/1.203

-/1.320

-/1.386

-/1.493

-/1.550

-/1.630

-/1.683

-/1.770

-/1.876

-/1.990

1

Component Retention Area

Ethylene Oxide 0.7



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 20:00:13

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1219. ()
Sample: Sample

Comments: 5.0ppm Continuing Calibration Verification (Drift)

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.003

-/0.123

-/0.220

-/0.330

Ethylene Oxide/0.776

-/1.273

-/1.443

-/1.523
-/1.550

-/1.616

-/1.670

-/1.720-/1.723

-/1.793

-/1.853

-/1.946

1

Component Retention Area

Ethylene Oxide 0.776 .0474

.0474



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 20:02:16

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1220. ()
Sample: Sample

Comments: 5.0ppm Continuing Calibration Verification (Drift)

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.000

-/0.116

-/0.200

-/0.286

-/0.346

-/0.553

Ethylene Oxide/0.770

-/1.306

-/1.433
-/1.460
-/1.490-/1.500

-/1.553

-/1.676

-/1.773

-/1.856

-/1.983

1

Component Retention Area

Ethylene Oxide 0.770 .0504

.0504



Lab name: LCH Consulting Associates, LLC
Client: Steri-Tech, Inc. Salinas, Puerto Rico

Client ID: STI
Analysis date: 08/12/2021 20:04:22

Method: Direct Injection
Description: FID-Outlet

Column: haysep n
Carrier: helium

Integration: Peak sens=95.0 Base sens=60.0 Min area=    0.00 Standard= 1.000 Sample= 1.000 Tangents=off
Data file: Steri-Tech NAO2021_1221. ()
Sample: Sample

Comments: 5.0ppm Continuing Calibration Verification (Drift)

Temperature program:

Init temp Hold Ramp Final temp
130.00 2.000 0.000 130.00

Events:

Time Event
0.000 ZERO 
0.000 SOUND
0.010 F ON (ValveRotate)
0.010 G ON (ValveRotate)

-200.000 5000.000
-/0.013

-/0.126

-/0.326
-/0.373

Ethylene Oxide/0.780

-/1.176

-/1.380

-/1.440

-/1.520

-/1.586
-/1.613
-/1.646

-/1.743

-/1.850

-/1.930

1

Component Retention Area

Ethylene Oxide 0.780 .9064

.9064


	1.0 Executive Summary



